COMMERCIAL DRIVEWAY SPECIFICATION FOR:
GRAVEL PRIMARY & LOCAL ROADS

LOW VOLUME USAGE (K25 Vehicles per Day)

EXISTING EDGE OF GRAVEL ROAD

i C/L ROAD
—_— 75°T0 90° -

3 10 1;SLOPE
TO MEET. EXISTING
Diameter of Culvert _ j@’ﬂ'_ _
to be Determined by St. Clair N————l——

County Road Commission

20'-30' Radius

20'-30' Radius
Truck Entrance 30' Min. Truck Entrance 30'Min.
\ L N
3

CONCRETE CURB OR EQUIVALENT PARKING = \ 1 ]
CONTROL AT THE RIGHT-OF-WAY LINE S | lefﬁ}yeg;lgaémgt{) R/WSLIII(;BB il
ACROSS FRONTAGE. 0 Tavel over Sand backll

24" Min. to

30" Max.

...\Commercial Drive Low Volume-Gravel Local Rd.dgn




COMMERCIAL DRIVEWAY SPECIFICATION FOR:
PAVED LOCAL ROADS

NO HIGHWAY CURBING & LOW VOLUME USAGE (<25 Vehicles per Day)

SHOULDER
_
C/L ROAD
T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T -
o . | Cold-Milla Minimum of 1" Wide by 1.5" Deep
75710 90 - /Lop Joint along Existing Edge of Pavement
| SHOULDER
[ 3 70 1'SL0PE v\ o
, / TO MEET! EXISTING .
25" Taper | @2 GROUND | N ‘ ,
' ! = —_—— e —_ —_ 25 Taper
Diameter of Culvert , ! ' !
to be Determined by St. Clair B |
County Road Commission | ~
—
20'-30' Radius | 20'-30' Radius
Truck Entrance 30'Min. T I Truck Entrance 30'Min.
L U - .
= —— Bituminous Paving to R/W Line
=3 2"13ATop C
CONCRETE CURB OR EQUIVALENT PARKING o | o0 70D LOurse
CONTROL AT THE RIGHT-OF -WAY LINE S 3" 3C Leveling Course
ACROSS FRONTAGE. 14 22AL1mest0neAgg1'egateBase
24" Min. to Alternate - 6" Non-Reinforced Concrete
30" Max. in Place of Bituminous Material &
12" 22A Limestone Aggregate Base

..\Commercial Drive Low Volume-Paved Local Rd.dgn



NO HIGHWAY CURBING & LOW VOLUME USAGE (<25 Vehicles per Day)
SR
-
S e CARON _
o . | Cold-Milla Minimum of 1" Wide by 15" Deep
75710 90 - /Lop Joint along Existing Edge of Pavement
: | SHOULDER
T e e T
. | !
3 TO 1,SLOPE
‘ , L / TO MEET'EXISTING N B
| 25" Taper | @2 GROUND | <\ ‘ 25" Taper
Diameter of Culvert L A= = = - - — . .
to be Determined by St. Clair _ I
County Road Commission — | ~
20'-30' Rodius _ | 20'-30'Radus
Truck Entrance 30'Min. | Truck Entrance 30" Min.
\ % : ——— Bituminous Paving to R/W Line
CONTROL AT THE RIGHT-OF-WAY LINE S ?y}gkfﬁfnhgsgtoi‘;“g;egmlgase
ACROSS FRONTACE. 24" Min. to Alternate - 8" Non-Reinforced Concrete
30" Max. in Place of Bituminous Material &
12" 22A Limestone Aggregate Base Sheet 1of 1
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NO HIGHWAY CURBING & MEDIUM VOLUME USAGE (25-500 Vehicles per Day)
s
Deceleration Lane Length to be Determined
) by St. Clair County Road Commission C/L ROAD
_____________________ e
o . | Cold-Mila Minimum of 1'Wide by 15" Deep
- 75710 90 : /Lop Joint along Existing Edge of Pavement
SHOULDER / ‘;I\r' | B2 or F6 Curb Returns SHOULDER
TS | Required (Typ) ~ _—"  __-==~ o
...... | -
e 2 T
- BY 34 70 v SLOPE vl ' .
Iy TO MEET| EXISTING \ % 6" Wide Cobble
75" Min. Taper B // | GROUND C \ R Spillway (Typ.)
AN — — — ——— L /A 75" Min.Taper
Diameter of Culvert to be Determined - \X\ ~ _I_ - -
by St. Clair County Road Commission - ~
_— I
20'-50' Radius | . 20'-50' Radius
Truck Entrance 35'Min. L o\ Truck Entrance 35'Min.
\ % | ——— Bituminous Paving to R/W Line
CONCRETE CURB OR EQUIVALENT PARKING = 2" 13A Top Course
CONTROL AT THE RIGHT-OF-WAY LINE S 3" 3C Leveling Course
ACROSS FRONTAGE. 14" 22A Limestone Aggregate Base
24’ Min. to Alternate - 6" Non-Reinforced Concrete
30" Max. in Place of Bituminous Material &
12" 22A Limestone Aggregate Base Sheet 1 of 2
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COMMERCIAL DRIVEWAY SPECIFICATION FOR:
PAVED LOCAL ROADS

NO HIGHWAY CURBING & MEDIUM VOLUME USAGE (25-500 Vehicles per Day)

_——."—
J
DATED I-’
BAR
(% 2'-6"1

A30VE CR BELOW TH

_'.'__

- —EaR MaY BE LOCATEQD
ki E

4" LANE TIE

12" L 1R (wTaat)

" ‘

*2\ | {J e

={u | o

LI, o0 \ +
_+f L-————1— =
) T erany ¢

thd

(# GUTTER PAM WIDTH MAY BE REQUCED WHEM APPROVED BY THE EMGIMEER!

i DIkENS 10N COMCRETE | CONCRETE
DETAIL LANE TIES
I CYl & LFT CYD 7 LFT
Bl 9" 45 SHOWN | 0.0300 | (w 0.0855)
B2 5" OMITTED 0.0900 | (% 0.0853)
B 1" A% SHOWN 0.090 % 0. 0894 B

| ——pag wAY BE LOCATED

ABOVE OR BELOW THE

B2 Curb & Gutter Required
for Posted Road Speeds of
45 mph or Greater

LAMNE TIE
| DIMENSION | CONCRETE
DETAIL | LAME TIES |
N | CYD 7 LFT
F ' -6"] %" | as swown | 0.0484
Fe [17-8"] 'y OMITTED | 0.0484
F3 [2'-0"| 13" | a5 sHOWN | 0.0810
Fé oy . o | 0610

F6 Curb & Gutter Required
for Posted Road Speeds of
Less than 45 mph
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COMMERCIAL DRIVEWAY SPECIFICATION FOR:
PAVED PRIMARY & ALL-SEASON ROADS

NO HIGHWAY CURBING & MEDIUM VOLUME USAGE (25-300 Vehicles per Day)

SHOULDER

Deceleration Lane Length to be Determined
by St. Clair County Road Commission

C/L ROAD
e . —p e TS R —
. . | Cold-Milla Minimum of 1" Wide by 1.5" Deep
75710 90 /Lop Joint along Existing Edge of Pavement
SHOULDER | B2 or F6 Curb Returns SHOULDER
________ | Required (Typ.) e
........ | _ T
-~ ' ;@ - \
3H 70 v SLOPE g | o
TO MEET]EXISTING % > 6' Wide Cobble
, | GROUND LR Spillway (Typ.)
75" Min.Taper ' ' P
—_ el _ { 75" Min.Taper
Diameter of Culvert to be Determined — = — 7 —
by St. Clair County Rood Commission I ~
. | 20'-50' Radius
20'-50' Radius | _ -
Truck Entrance 35'Min. IR I ______ Truck Entrance 33'Min.
\ % I ——— Bituminous Paving to R/W Line
CONTROL AT THE RIGHT-OF-WAY LINE S 3" 3C Leveling Course
ACROSS FRONTAGE. 15 22AL1mest0neAggregate Base
24" Min. to Alternate - 8" Non-Reinforced Concrete
30" Max. in Place of Bituminous Material &
12" 22A Limestone Aggregate Base

Sheet 1 of 2
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COMMERCIAL DRIVEWAY SPECIFICATION FOR:

PAVED PRIMARY & ALL-SEASON ROADS

NO HIGHWAY CURBING & MEDIUM VOLUME USAGE (25-500 Vehicles per Day)

X

1"
s

5'.-2"'

3 ':'Q\ ‘

o~ wifl, —
- o vy e
£ B

ﬁ__

C———

s

- | CONCRETE
LEME TIES |
M | CYn 7 LFT

ll'l
II". _____!.'_ j-.'l__
r e / " | —BAR MAY BE LOCATED
 EPOXY COATED f AROVE DR BELOW THE
4" ad BAR 4" LANE TIE
A T A o
i% GUTTER PAN WIDTH MAY BE REDUCED WHEN APPROVED BY THE ENGINEER!
i DIMENS 10N CONCRETE | CONCRETE
DETAIL LANE TIES
| Cf 4 LFT | ©YD £ LET
B 5" 45 SHOWN 0.0300 | tw 0.0855)
B? 5" M1 TTED 0.0900 | 1% 0.0855)
B3 0% 5 SHOWN o.0801 | % 0.08901 | B

AS SHOWN |  0.0484

a] ,
(Tr]
—_— =ﬂ-
3
‘| ——pAR MAY BE LOCATED

ABOVE OR SELOW THE
LAME TIE

B2 Curb & Gutter Required
for Posted Road Speeds of

45 mph or Greater

F6 Curb & Gutter Required
for Posted Road Speeds of
Less than 45 mph
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